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Product Name NOCO 200 

1. IDENTIFICATION OF THE MATERIAL AND SUPPLIER 

Supplier Name TRU-BLU OIL AUSTRALIA PTY LTD 
Address 6 Dunlop Court, Bayswater, Victoria, AUSTRALIA, 3153 
Telephone (03) 9720 4400 
Fax (03) 9720 5821  
Emergency 0412 609 722 
Email technical@trubluoil.com.au 
Web Site http://www.trubluoil.com.au/ 

Synonym(s) Dewatering Corrosion Inhibitor 

Use(s)  Specialised corrosion inhibitor with dewatering properties suitable for long term 
protection of metal components and machinery.   

SDS Date 23
rd

 May 2012 

2. HAZARDS IDENTIFICATION 

CLASSIFIED AS HAZARDOUS ACCORDING TO SAFE WORK AUSTRALIA CRITERIA 

CLASSIFIED AS A DANGEROUS GOOD BY THE CRITERIA OF THE ADG CODE 

Risk Phrase(s) R10 Flammable. 
R65 Harmful: may cause lung damage if swallowed. 

Safety 
Phrase(s) 

S23 Do not breathe gas/fumes/vapour/spray 
S62 If swallowed, do not induce vomiting; seek medical advice immediately and show this 
container or label. 
S24/25 Avoid contact with skin and eyes. 
S36/37/39 Wear suitable protective clothing, gloves and eye/face protection. 

Other 
Information 

No adverse health effects expected if the product is handled in accordance with this safety 
data sheet. 
ERMA 
Group standard: Lubricants (Flammable, Toxic [6.7]) Group Standard 2006  
HSNO Approval number: HSR002604. 
HSNO Classification; 6.1E, 3.1C 
Signal Word; Danger, Warning 
Hazard picture; Chronic Toxic 
 
Hazard Statement Codes; 
H304 May be fatal if swallowed and enters airways. 
H226 
 
Precautionary Statement Codes; 
Prevention 
P102 Keep out of reach of children. 
P103 Read label before use. 
P104 Read Safety Data Sheet before use. 
P210 Keep away from heat/sparks/open flames/hot surfaces. No smoking. 
P233 Keep container tightly closed. 
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P240 Ground/ Bound container and receiving equipment. 
P241 Use explosion-proof electrical/ventilating/lighting/equipment. 
P242 Use only non-sparking tools. 
P243 Take precautionary measures against static discharge. 
P280 Wear protective gloves/protective clothing/eye protection/face protection. 
 
Response 
P303+P361+P353 IF ON SKIN (or hair): Remove/Take off immediately all contaminated 
clothing. Rinse skin with water/shower. 
P370+P378 In case of fire. Use powder, foam or carbon dioxide. 
P101 If medical advice is needed, have product container of label at hand. 
P301+P310 IF SWALLOWED: Immediately call a POISON CENTER or doctor/physician. 
P331 DO NOT induce vomiting. 
 
Storage 
P403+P235 Store in a well-ventilated place. Keep cool. 
P405 Store locked up. 
Disposal 
P501 

3. COMPOSITION/ INFORMATION ON INGREDIENTS 

Ingredient Formula CAS No. Content 

Other ingredients determined not to be hazardous Not Available n/a To 100% 

Aliphatic Hydrocarbon Solvent Not Available n/a >60%  

4. FIRST AID MEASURES 

Inhalation Remove victim from exposure - avoid becoming a casualty. 
Allow patient to assume most comfortable position and keep warm. 
Keep at rest until fully recovered. 
For all but the most minor symptoms arrange for patient to be seen by a doctor as soon as 
possible - either on site or at the nearest hospital. 

Ingestion DO NOT induce vomiting because of risk of aspiration. 
Rinse mouth thoroughly with water immediately. Give water to drink and seek immediate 
medical assistance. Should vomiting occur, hold patient with head below the hips to prevent 
pulmonary aspiration. 

Skin Wash with plenty of soap and water. Seek medical advice if effects persist. 

Eye  Immediately irrigate with copious quantities of water for at least 15 minutes. Eyelids to be 
held open. 
In all cases of eye contamination it is a sensible precaution to seek medical assistance. 
Transport to hospital or medical centre. 

First Aid 
Facilities 

Normal washroom facilities. 

Advice to 
Doctor 

Treat symptomatically. 

5. FIRE FIGHTING MEASURES 

Specific 
Hazards 

Extinguish fire with the following: Use CO2, dry chemical or foam. Fire fighters to wear self-
contained breathing apparatus if risk of exposure to products of decomposition. 
On burning will emit toxic fumes of carbon monoxide, acrid smoke and carbon dioxide. 
Vapour accumulation could flash and/or explode if ignited. 
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Hazchem Code 3[Y]E 

 

6. ACCIDENTAL RELEASE MEASURES 

Spills and 
Disposal 

Contain - prevent contamination of drains and waterways. 
Use absorbent (soil or sand, sawdust, inert material, vermiculite). 
Collect and seal in properly labelled drums for disposal. 
Dispose of waste as per Local, State and Federal Land Waste Management Authorities. 
(Victoria:MMBW (03) 9615 6099) 

 

7. STORAGE AND HANDLING 

Additional 
information on 
precautions for 
use 

Observe standard safety precautions and good work practices. Do not continue to use 
contaminated clothing.  

 

8. EXPOSURE CONTROLS/ PERSONAL PROTECTION 

National 
Exposure 
Standards 

No value assigned for this specific material by the National Occupational Health and Safety 
Commission (WSA). Maintain exposure to a minimum. 
Recommended threshold limit value for petroleum solvent: 100ppm. 

Engineering 
Controls 

Maintain concentration below recommended exposure limit. 
Use in a well-ventilated area with local exhaust ventilation. 
Ventilation required and equipment must be explosion proof. 
Use away from all ignition sources. 

Personal 
Protective 
Equipment 

Overalls, safety glasses and impervious gloves, e.g. PVC. 
Avoid skin and eye contact, and inhalation of mists/aerosols. 
Wash contaminated clothing and protective equipment before storing/re-using. 
Avoid carrying contaminated rags in pockets or wearing of soaked clothing. 
If vapour or mist concentrations exceed applicable standards, approved protective equipment 
MUST be worn. If using a respirator' ensure that the cartridges are correct for the potential 
air contamination and are in good working order. 

9. PHYSICAL AND CHEMICAL PROPERTIES 

Appearance 
 

Brown Mobile Liquid 

Boiling Point 
 

140-275°C 

Specific gravity 
 

0.81 @ 15°C / typical 

Vapour Pressure 
 

Not Applicable 

Volatile Component 
 

>60% 

Flash Point 
 

40°C/typical 

Flammability 
 

Flammable Liquid. Keep away from heat, sparks or naked flames. 

Flammable Limits – 
Lower 

LEL 1.0%, UEL 6.0% 
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Other Information *See Product Information Sheet for Further Information.  

10. STABILITY AND REACTIVITY 

Hazardous Reactions  Store away from strong oxidisers.  

11. TOXICOLOGICAL INFORMATION 

Toxicology 
Information 

This product is considered to be nonhazardous and non-toxic when used in accordance with 
good industrial hygiene and the manufacturer’s recommendations. 
* For petroleum solvent - Skin irritant, based on testing of Similar products and/or 
components. 

Inhalation Overexposure to petroleum solvent vapour causes irritation to the upper respiratory system, 
dizziness, nausea, loss of consciousness. Inhalation hazard is increased at higher 
temperatures. 

Ingestion Harmful if swallowed due to risk of aspiration into the lungs. 

Skin A skin irritant. 

Eye May cause slight eye irritation. 

Chronic Effects Prolonged/repeated contact may cause defatting of the skin which can lead to dermatitis. 

 

12. ECOLOGICAL INFORMATION 

Environment 
Protection 

Non-biodegradable. Avoid contaminating waterways 

 

13. DISPOSAL CONSIDERATIONS 

 

14. TRANSPORT INFORMATION 

U.N. Number 1300 

Proper 
Shipping Name 

Turpentine Substitute 

DG Class 3 

Hazchem Code 3[Y]E 

Packaging 
Method 

3.8.3 

Packing Group II 

Storage and 
Transport 

Protect containers against physical damage and check regularly for leaks. Do not store in 
open or unlabelled containers. Store away from oxidizing agents or combustible material. 
Store in cool place, away from all ignition sources. 

EPG Number 3A1 

IERG Number 14 
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15. REGULATORY INFORMATION 

Poisons 
Schedule 

S5 

Packaging and 
Labelling 

Classified as a dangerous good by the Australian Code for the Transport of Dangerous Good 
by Road and Rail. 
 
* Flammable Liquid, N.O.S. UN: 1993 Class: 3 Hazchem 3[Y]E 
Packaging Group: III 
Hazard Category: Harmful (Xn) 
 
* Risk Phrases 
R10: Flammable 
R65: Harmful: may cause lung damage if swallowed. 
 
* Safety phrases 
S23: Do not breathe vapour. 
S24/25: Avoid contact with skin and eyes. 
S36/37/39: Wear suitable protective clothing, gloves and eye/face protection. 
S62: If swallowed, do not induce vomiting; seek medical advice immediately and show this 
container or label. 

Hazards 
Category 

Harmful 

 

16. OTHER INFORMATION 

Additional Information 

MINERAL OILS - SOLVENT REFINED; Animal experiments and human experience have not shown cancer risks when handling 
solvent refined mineral oils, unlike non refined mineral oils. CLEANING MINERAL OIL CONTAMINATED CLOTHING; Cleaners 
are advised that when cleaning oil contaminated clothing it is essential that freshly distilled solvent is used for each batch, 
including final rinse, as even filtered solvent will leave oil residues. 

MINERAL OILS - USED; Used mineral oils in engine crankcases and other high temperature/high stress environments may 
contain potentially harmful residues, some of which have been shown to cause irreversible skin effects, including cancer. 
Prolonged and repeated inhalation of mists associated with used mineral oils may result in pulmonary fibrosis.  

MINERAL OILS - INJECTION; Where high pressure applications are used the risk of accidental injection under the skin exists 
and may result in an extremely painful and serious injury requiring immediate medical attention. Depending on the 
pressure used, mineral oils may be injected a considerable distance below the skin and may cause permanent tissue 
damage. SEEK IMMEDIATE MEDICAL ATTENTION. EXERCISE EXTREME CARE WHEN USING HIGH PRESSURE EQUIPMENT. 

ABBREVIATIONS: ADB - Air-Dry Basis. 
BEI - Biological Exposure Indice(s) 
CAS# - Chemical Abstract Service number - used to uniquely identify chemical compounds. 
CNS - Central Nervous System. 
EC No - European Community Number. 
IARC - International Agency for Research on Cancer. 
M - moles per litre, a unit of concentration. 
mg/m3 - Milligrams per cubic metre. 
NOS - Not Otherwise Specified. 
NTP - National Toxicology Program. 
OSHA - Occupational Safety and Health Administration. 
pH - relates to hydrogen ion concentration using a scale of 0 (high acidic) to 14 (highly 
alkaline). 
ppm - Parts Per Million. 
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RTECS - Registry of Toxic Effects of Chemical Substances. 
TWA/ES - Time Weighted Average or Exposure Standard. 

HEALTH EFFECTS FROM EXPOSURE: 

It should be noted that the effects from exposure to this product will depend on several factors including: frequency and 
duration of use; quantity used; effectiveness of control measures; protective equipment used and method of application. 
Given that it is impractical to prepare a MSDS which would encompass all possible scenarios, it is anticipated that the end 
user will assess the risks and apply control methods where appropriate. 

PERSONAL PROTECTIVE EQUIPMENT GUIDELINES: 

The recommendation for protective equipment contained within this MSDS is provided as a guide only. Factors such as 
method of application, working environment, quantity used, product concentration and the availability of engineering 
controls should be considered by the end user before final selection of personal protective equipment is made. 

REPORT STATUS: 

This MSDS has been prepared by Tru-Blu Oil using the most current information available at the time of issuing.  Tru-Blu Oil 
accepts no liability (as lawfully allowed) for any loss, injury or damage which may have been suffered or incurred by any 
person as a consequence of their reliance on information that is contained in this MSDS. 

MSDS Date: 23 May 2012 

End of MSDS 


